
EXPLOSION-PROOF, ONE 
GALLON GYROSCOPIC MIXER

1025 | RED D MIX™
DELIVERING THE INDUSTRY’S BEST ONE GALLON 
EXPLOSION-PROOF GYROSCOPIC MIXER

Certain products and applications may require different 
mixing motions to achieve optimal mixing results. By utilizing a 
gyroscopic mixing action, containers are mixed end-over-end while 
simultaneously spinning. The 1025 accepts a wide range of containers 
for your mixing needs ranging from 7 to 8.25 inches in height and 
a maximum diameter of 8.5 inches. The 1025 Red D Mix is easy to 
use and is extremely quiet, making it an ideal product for many 
environments. 

14900 21st Ave N Plymouth, MN 55447
Intl: 1 (763) 533-2969 | Fax: (763)  852-1811
Email: sales@radiaproducts.com

Mixes gallons (3.8 L) and containers ranging 
from 7 to 8.25 inches (17.8 to 21 cm) in 
height and a maximum diameter of 8.5 in 
(21.6 cm).

Includes adapter for mixing quarts and 
containers ranging from 4.75 to 6.25 inches 
(12.1 to 15.9 cm) in height and a maximum 
diameter of 5.75 inches (14.6 cm) for the 
bottom plate and a maximum of 8.5 inches 
(21.6 cm) in diameter for the top plate.

Explosion-Proof motor rated for use in 
Class I, Division I, Groups C & D hazardous 
(classified) locations.

1-800-221-1083
WWW.RADIAPRODUCTS.COM

MODEL DESCRIPTION W x D x H SHIPPING WEIGHT 

1025-X1 Explosion-proof, no timer or power cord 22¼ x 22¾ x 28¾ in (56.5 x 57.8 x 73 cm) 190 lbs (86.2 kg) 

1070-00 Space Saver Base 22 x 27 x 28 in (55.88 x 68.58 x 71.12 cm) 70 lbs (31.7)

6784604 Quart Adapter 8 x 8 x 8 in (20.3 x 20.3 x 20.3 cm) 2 lbs (907.2 g)

1025 RED D MIX™

Design eliminates the 
replacement of belts, pulleys 
and friction drives

Prevents second axis motion 
slippage and reduces day-
to-day wear for increased 
longevity of machine

DIRECT-DRIVE GEAR SYSTEM

*Explosion-Proof machines are not equipped with a timer or power cord. Certified electrician is required for installation.


